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IN THE CLAIMS

This listing of claims will replace all prior versions, and listings, of claims in the

application:

L.lSTfNGOF.CL;AJMS:

1 . (Currently amended) A patch panel system, comprising:

an interface unit that includes a plurality of ports configured to connect to a plurality of

user devices, the interface unit being configured to:

receive one or more analog signals from a user device of the plurality of user

devices via a port of the plurality of ports,

generate a packet from the one or more analog signals, and

transmit the packet; and

a radio unit configured to:

receive the packet,

convert the packet to a depackejLzed radio signal, and

transmit the depacketized radio signal over a radio channel.

2. (Original) The system of claim I., wherein the one or more analog signals are

associated with a constant bit rate service.
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(Original) The system of claim 1 , wherein the interface unit includes a. plurality of

interface uni ts each connected to a plurality of user devices and the radio unit includes a plurality

of radio units configured to communicate over a plurality of types of radio channels.

4. (Original) The system of claim I, wherein the ports include a plurality of different

types of ports configured to connect to a plurality of different types of user devices.

5. (Original) The system of claim I, wherein when generating a packet from the one

or more analog signals, the interface unit is configured to:

digitize the one or more analog signals to obtain bit representations corresponding to the

one or more analog signals,

use the bit representations for a payload portion of the packet, and

add header or framing information to the packet that identifies at least one of the radio

unit and the radio channel.

6. (Original) The system of claim 5, wherein when adding header or framing

information to the packet, the interface unit is configured to add Internet Protocol header

inform ati on to the packet.

7. (Original) The system of claim 5, wherein when adding header or framing

information to the packet, the interface unit is configured to add Ethernet framing information to

the packet.
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8. (Original) The system of claim .1 , wherein the radio signal includes one of an

amplitude modulated waveform and a frequency modulated waveform.

9. (Original) The system of claim 1, wherein the radio unit is further configured to

depacketize the packet, to obtain depacketized information; and

wherein when converting the packet to a radio signal, the radio unit is confi gured to

convert the depacketized information to a radio signal.

10. (Original) The system of claim .1 , wherein the radio unit is further configured to

encrypt bits associated with the packet,

1 1. (Original) The system of claim 1 , where a binding exists between the port and the

radio channel.

1 2. (Original) The system of claim 1 1 , further comprising:

a management unit configured to control the binding between the port and the radio

channel.

13. (Original) The system of claim I , wherein the radio unit includes a plurality of

radio uni ts with a plurality of associated radio channels, where a plurality of bindings exist

between the ports of the interface unit and the radio channels associated with the radio units.
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14. (Original ) The system of claim .1 3, further comprising:

a management unit configured to control the bindings between the ports of the interface

unit and the radio channels associated with the radio units.

15. (Original) The system of claim 14, wherein the management unit uses first

addresses associated with the ports and second addresses associated with the radio channels to

control the bindings between the ports and the radio channels, at least one of the fi rst and second

addresses being used to transmit the packet from the interface unit to the radio unit.

1 6. (Original) The system of claim 1, wherein the interface unit is further configured

to;

receive signaling information,

recognize the signaling information, and

include the signaling information with the packet.

1 7. (Currently Amended) A patch panel system thai includes a plurality of ports and

a plurality of radio channels, comprising:

means for providing a binding between a port of the plurality of ports and a radio channel

of the plurality of radio channels, the binding being based, at least in part, on addresses

associated with the port, and the radio channel;

means for receiving one or more analog signals at the port;
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means for generating a packet from die one or more analog signals;

means for transmitting the packet based, at least in part, on the address associated with

the radio channel;

means for converting the packet to a depacketized radio signal; and

means for transmitting the depacketized radio signai over the radio channel.

18. (Currently Amended) A method for sending signals through a patch panel system

that includes a plurality of ports and a plurality of channels, the method comprising: <

providing a binding between a port of the plurality of ports and a channel of the plurality

of channels, the binding being based, at least in part, on addresses associated with the port, and

the channel;

receiving one or more analog signals at the port;

generating a packet from the one or more analog signals;

transmitting the packet based, at least in part, on the binding between the port and the

channel;

converting the packet to a depacketized signal for transmission over the channel; and

transmitting the djpacketized signal over the channel.

1 9. (Currently Amended) A patch panel system, comprising:

a radio unit configured to:

receive one or more dep.acketk
:
ed radio signals,

generate a packet from the one or more .dep^kejized radio signals, and
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transmit the packet; and

an interface unit that includes a plurality of ports configured to connect to a. plurality of

user devices, the interface unit being configured to:

receive the packet,

convert the packet to an analog signal, and

output the analog signal to a user device of the plurality of user devices via a port

of the plurality of ports.

20. (Original) The system of claim 19, wherein the interface unit inciudes>a. plurality

of interface units each connected to a plurality of user devices and the radio unit includes a

plurality of radio units configured to communicate over a plurality of types of radio channels.

21. (Original) The system of claim 19, wherein the ports include a plurality of

different types of ports configured to connect to a plurality of different types of user devices.

22. (Original) The system of claim 19, wherein when generating a packet from the

one or more radio signals, the radio unit is configured to:

digitize the one or more radio signals to obtain bit representations corresponding to the

one or more radio signals,

use the bit representations for a payload portion of the packet, and

add header or framing information to the packet that identifies at least one of the interface

unit and a port associated with the interface unit.
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23
. (Original ) The system of claim 22, wherein when adding header or framing

information to the packet, the radio unit is configured to add Internet. Protocol header

information to the packet.

24. (Original) The system of claim 22, wherein when adding header or framing

information to the packet, the radio unit is configured to add Ethernet framing information to the

packet.

25. (Original) The system of claim 19, wherein the radio signal includes one of an

amplitude modulated waveform and a frequency modulated waveform.

26. (Original) The system of claim 19, wherein the radio unit is further configured to

decrypt bits associated with the packet.

27. (Original) The system of claim 19, wherein the interface unit is further configured

to depacketize the packet to obtain depackelized information; and

wherein when converting the packet to an analog signal, the interface unit is configured

to convert the depacketized information to an analog signal.

28. (Original) The system of claim .1 9, wherein the radio unit is associated with a

radio channel, where a binding exists between the port and the radio channel.
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29. (Original) The system of claim 28, flirther comprising:

a management unit configured to control the binding between the port, and the radio

channel.

30. (Original) The system of claim 19, wherein the radio unit includes a plurality of

radio units with a plurality of associated radio channels, where a plurality of bindings exist

between the pons of the interface unit and the radio channels associated with the radio units.

3 1 . (Original ) The system of claim 30, further comprising:

a management unit configured to control the bindings between the ports of the interface

unit and the radio channels associated with the radio units.

32. (Original) The system of claim 3 1, wherein the management unit uses first

addresses associated with the ports and second addresses associated with the radio channels to

control the bindings between the ports and the radio channels, at least one of the first and second

addresses being used to transmit the packet from the radio unit to the interface unit.

33. (Original) The system of claim 19, wherein the radio unit is further configured to:

receive signaling information,

recognize the signaling information, and

include the signaling information with the packet.
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34. (Currently Amended) A patch panel system that includes a plurality of ports and

a plurality of radio channels, comprising:

means for providing a binding between a port of the plurality of ports and a radio channel

of the plurality of radio channels, the binding being based, at least in part, on addresses

associated with the port and the radio channel;

means for receiving one or more depa^kflrtzed radio signals over the radio channel;

means for generating a packet from the one or more depacketized radio signals;

means for transmitting the packet based, at least in part, on the address associated with

the port;

means for converting the packet to an analog signal; and

means for outputting the analog signal via the port.

35. (Currently Amended) A method for sending signals through a patch panel system

that includes a plurality of ports and a plurality of channels, the method comprising:

providing a binding between a port of the plurality of ports and a channel of the plurality

of channels, the binding being based, at least in part, on addresses associated with the port and

the channel;

receiving one or more depacketized signals over the channel

;

generating a packet from the one or more depacketized signals;

transmitting the packet based, at least in part, on the binding between the port and the

channel;
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converting the packet to an analog signal; and

outputting the analog signal via the port.

36. (Currently Amended) A patch pane! system, comprising:

a first interface unit that includes a plurality of first ports configured to connect to a

plurality of first user devices, the first interface unit being configured to:

receive one or more first analog signals from a first user device ofthe plurality of

first user devices via a first port of the plurality of first ports,

generate a first packet from the one or more first, analog signals, and

transmit the first packet;

a first radio unit configured to:

receive the first packet,

convert the first packet to a first depacketized radio signal, and

transmit the first de^actetked radio signal over a first radio channel;

a second radio unit configured to:

receive one or more second depacketized radio signals,

generate a second packet from the one or more second depackeijzed radio signals,

and

transmit the second packet; and

a second interface unit that includes a plurality of second ports configured to connect to a

plurality of second user devices, the second interface unit being configured to:

receive the second packet,
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convert the second packet to a second analog signal, and

output the second analog signal to a second user device of the plurality of second

user devices via a second port of the plurality of second ports.

37. (Original) The system of claim 36, wherein the first and second interface units

include a same interface unit.

38. (Original) The system of claim 36, wherein the first and second radio units

include a same radio unit-

s'). (Currently Amended) A patch panel system, comprising:

a plurality of interface units configured to connect to a plurality of user devices via a

corresponding plurality of ports; and

a plurality of radio units associated with a plurality of radio chatuiels, .the, radi;6 units

transmitting and receiving depacketized radio signals over the radio channels:

where combinations of the interface units and the radio units provide conversion of

constant bit rate communication to packetized communication when the raciio.iyiits.are

transmitting the #{^k^.z^ja.4i9Liig»Ms and reconversion of the packetized communication to

the constant bit rate communication when the radio units are receiving the depackctized radio

signals.
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40. (Original) The patch panel system of claim 39. wherein bindings exist between

the ports of the interface units and the radio channels associated with the radio units.

41. (Original ) The patch panel system of claim 40, further comprising:

a management unit configured to control the bindings between the ports of the interface

units and the radio channels associated with the radio units.

42. (Original) The patch panel system of claim 41, wherein the management unit

uses first addresses associated with the ports and second addresses associated with the radio

channels to control the bindings between the ports and the radio channels, the first and second

addresses being used to communicate between the radio units and the interface units.

43. (Currently Amended) A patch panel system, comprising:

a plurality of in terlace uni ts configured to connect to a plurality of user devices via a

corresponding plurality of ports; and

a plurality of radio units associated with a plurality of radio channelsjheiadjojin]t_s

min>;nit;iiiL; and receiving dep. icketizc d tdio «-•.*. l J> >yei i!u i <iiio cl rttsnels;

where a port of the plurality of ports is assigned a first address corresponding to a radio channel

of the plurality of radio channels and the radio channel is assigned a second address

corresponding to the port, the first and second addresses creating a binding between the port and

the radio channel.
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44. (Currently Amended) A patch panel system, comprising:

a plurali ty of interface units configured to connect to a plurality of user devices via a

corresponding plurality of ports; and

a plurality of radio units associated with a plurality of radio charmelsjhej^diojmr^

transmuting andj;e^vu^^

where a port of the plurality of ports is assigned a. first address corresponding to a radio

channel ofthe plurality of radio channels and the radio channel is assigned a second address

corresponding to the port, the first and second addresses being used to transmit packets between

the port and the radio channel.
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